Fp® FP-480 Opacity Pigme

PIGMENTS For Paints and Coatings

FP-480 Opacity Pigment™ from FP-Pigments is a high performance
white pigment for use in the paints and coatings industry. Its unique
engineered structure incorporates multiple scattering techniques
allowing the formulator to greatly improve TiO, efficiency without any
compromise in coating performance. FP-480 Opacity Pigment™ is ideal
for use in Powder Coatings for both interior and exterior applications
where TiO, replacement levels of 10% to 20% can be achieved.

FP-480 Opacity Pigment™ Product Characteristics
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FP-480 Opacity Pigment™ is available in 25kg bags, 500kg big bags and in bulk deliveries.

FP-480 Opacity Pigment™ is fully REACH compliant

FP-480 Opacity Pigment™ Performance Examples
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Kronos 2160 FP-480 Opacity Pigment™

Opacity Pigment™ helps to

significantly reduce costs while
maintaining opacity and film
properties, e.g. Powder flow,

levelling and gloss.
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Replacing between 10% and 60° Gloss and Pill Flow (mm)
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ment levels of up to 20%.

. Customer Service Centres
WWW.fp'plgmentS.Com EMEA Tel: +49 3461437707 e-mail: orders@fp-pigments.com
USA Tel: +17062341215 e-mail: orders@fp-pigments.us
ASIA Tel:

+65 6543 6447 e-mail: adminasia@fp-pigments.com



