
FP-510 Opacity Pigment™ 

For Rigid and Flexible PVC Plastics 
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Easy to Use, Quick to Save 

www.fp-pigments.com 
Customer Service Centres 

EMEA  Tel: +49 346143 77 07 e-mail: orders@fp-pigments.com 

USA  Tel: +1 706 234 1215 e-mail: orders@fp-pigments.us 

ASIA  Tel: +65 6543 6447 e-mail: adminasia@fp-pigments.com 

FP-510 Opacity Pigment™ from FP-Pigments is a highly efficient white 
pigment for use in the PVC plastics industry. The unique engineered 
structure improves the efficiency of existing titanium dioxide pigments 
and enhances their performance allowing the formulator to optimise 
their product performance and reduce raw material costs. 

FP-510 Opacity Pigment™ - Durability and Colour 

When replacing 20% of the TiO₂ loading in a PVC Ca/Zn stabilised 
window profile formulation, weatherability and aesthetic properties 
show a good initial colour and excellent colour stability during Xenon 
and natural weathering tests. 

FP-510 Opacity Pigment™ has been developed by FP-Pigments for use 
in both flexible and rigid PVC as a partial replacement for TiO₂ pigment 
and it can easily be incorporated in standard compounding operations. 
FP-510 Opacity Pigment™ can be used in a wide range of plastics 
processing equipment including pipe and profile extrusion as well as 
film calendaring.  

Initial Values 

Formulation 60° Gloss L* a* b* 

Standard 4phr TiO2 44 93.8 -0.87 2.57 

Test: 3.2 phr TiO₂ + 0.8 phr FP-510 44 93.8 -0.86 2.47 



www.fp-pigments.com 

Optimise Without Compromise 

FP-510 Opacity Pigment™ 
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Both the initial impact strength and the impact strength after 
weathering are unaffected by the replacement of up to 20% of 
the TiO₂ with FP-510 Opacity Pigment™ in a typical PVCu 
 formulation. 

Impact Strength 

FP-510 Opacity Pigment™ can be used as a partial replacement 
for TiO2 pigment in PVC plastic applications. The recommended 
replacement level is between 10% and 20% of the TiO2 with the 
FP-510 Opacity Pigment™ added with the TiO2 during normal 
compound preparations. 

Product Characteristics 

Recommendations 

About FP-Pigments 

FP-Pigments produce composite 

pigment products for the Paint, 

Plastic, Paper and Ink industries. 

A patented coating technology 

enables the production of a 

specially designed pigment with 

a controlled particle size, 

refractive index and product 

morphology. 

 

The engineered composite  

structure results in the 

optimised packing and spacing of 

pigment particles in the end use 

matrix, leading to increased 

efficiency of the TiO₂ pigment. 

 

FP-Pigments has 

state-of-the -art production 

facilities in Europe and the USA. 

FP-510 Opacity Pigment™ is available in 25kg bags, 500kg big bags and in bulk deliveries. 

FP-510 Opacity Pigment™  is fully REACH compliant. 


