D FP-545 Opacity Pigment™

S IEMENTS For Polyolefin Masterbatches

FP-545 Opacity Pigment™ from FP-Pigments is our next generation
white pigment for the polyolefin masterbatch industry, offering our
highest cost saving opportunities in injection and blown mouldings.

Easy to Use, Quick to Save

FP-545 Opacity Pigment™ has been developed by FP-Pigments for use
in polyolefins as a partial replacement for TiO, pigment and it can easily
be incorporated in masterbatches using normal premix and extrusion
operations. FP-545 Opacity Pigment™ can be used in a wide range of
end applications including blown films but is particularly suitable for use
in injection mouldings.

Next Generation FP-Opacity Pigment™

FP-545 FP-Opacity Pigment™ is one of the first products in the next
generation family of FP-Opacity Pigments - specifically designed to
enhance the amount of air and the air/TiO, ratio in the particle to
produce the optimum light scatter for the minimum TiO, used.
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Product Characteristics

Non Volatile Content 99.5% Min
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FP-545 Opacity Pigment™ is available in 25kg bags, 500kg big bags and in bulk deliveries.
FP-545 Opacity Pigment™ is fully REACH compliant.

(\. A The suggestions and data provided are based on information we believe to be reliable. They are offered in good faith, but without
‘ " ——— A ~ guarantee as conditions and method of use of our products are beyond our control. We recommend that the prospective user
determine the suitability of our materials before adopting them on a commercial scale.

f . Customer Service Centres
WWW. p-plgments'com EMEA Tel: +49 3461437707 e-mail: orders@fp-pigments.com
USA Tel: +17062341215 e-mail: orders@fp-pigments.us

ASIA Tel:  +65 6543 6447 e-mail: adminasia@fp-pigments.com



