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FP-545 OPACITY PIGMENT™ 

 
FP-545 Opacity Pigment™ is a TMP-free, unique white pigment developed using  
FP-Pigments´ patented technology to produce the most effective balance of  
spaced TiO2 and entrapped air within a precipitated calcium carbonate shell.   
FP-545 Opacity Pigment™ has been specifically designed for use in polyolefin 
masterbatches and, in particular, for mouldings and thicker film end use applications. 
FP-545 Opacity Pigment™ may also be suitable for some solvent based coatings 
such as primers and undercoats. 
 
 
             FP-545 OPACITY PIGMENT ™ -  TYPICAL PIGMENT PROPERTIES 

                                   These are typical values but do not constitute specifications. 

 

Dry Solids    %  99.5 

Brightness (ISO)     95.0 

L* value        98.8 

b* value      1.35 

Specific Surface Area (BET)  m2/g  8.0  

Average Particle Size    µm  1.00 

Oil absorption   g/100g  45.0 

Density    g/cm3  2.6 

Surface coating     organic, hydrophobic 
 

                           
 

 
   DISCLAIMER OF LIABILITY The information herein is based on technical data that we believe is accurate and reliable. However, the information is 
   provided without any warranty, express or implied, regarding its correctness. The conditions or methods of use this information are beyond 
   our control. For this and other reasons, we do not assume responsibility and express disclaim liability for loss, damage or expense arising out 
    of or in any way connected with any use of this information. 
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